






                                                                                                                                                                                                                                                                                                                                                                    178

1

Designation Cutter 
diameter ØD L ØD1 H M W K g Kg total Weight 

(Kg)
NT40-FMA25.4-25 80 25.4 25 50 22 M12 9.5 5 M16 1.1 1.3
NT40-FMA31.75-25 100 31.75 25 60 30 M16 12.7 7 M16 1.2 1.4
NT40U-FMA38.1-25 125 38.1 25 80 34 M20 15.87 9 M16 1.8 2.0
NT40U-FMA50.8-25 160 50.8 25 100 36 M24 19.05 10 M16 2.8 3.0
NT50-FMA25.4-25 80 25.4 23.2 50 22 M12 9.5 5 M24 3.0 3.3
NT50-FMA31.75-30 100 31.75 26.2 60 30 M16 12.7 7 M24 3.2 3.5
NT50-FMA38.1-30 125 38.1 25.2 80 34 M20 15.87 9 M24 3.5 3.8
NT50-FMA50.8-30 160 50.8 27.2 100 36 M24 19.05 10 M24 4.2 4.5
NT50U-FMA47.625-25 200 47.625 27.2 128 38 - 25.4 12.5 M24 5.3 5.6

   This product does not support internal 
coolant system.
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※ The weight of face cutter is not included.

•  For more information on BT shank, see Page 96. 96P


